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I. INTRODUCTION
Modern telecommunications networks need
to be able to detect and locate failures and de-
grations as fast and as accurately as possible, in
order to restore lost traffic and repair the failure.
While protection and restoration mechanisms
can cope with traffic loss without exact knowl-
edge of the failure type and location, most of
the time spent reparing failures is due to find-
ing the precise cause.
There are many types of service disruptions
in optical networks, which we can classify in
two major types. On the one hand, we have
hard failures, such as fiber cuts and failure of a
network line card. Fiber cuts happen all too fre-
quently, due to human error such as construc-
tion workers breaking a cable or due to natural
causes, such as earthquakes. Line card failures
can for instance happen due to short circuiting.
These failures occur suddenly and have a se-
vere impact on services, causing major loss of
traffic. On the other hand, we have soft failures
such as end-of-life of an amplifier. These are
more subtle changes in performance, causing
a wide spectrum of service degradations which
are far more difficult to detect and locate.
II. GENERAL PROBLEM STATEMENT
A network consists of a set of elements E =
{e1, . . . , en}, which can fail with a certain
probability PE(ei) ∈ [0, 1]. We define a net-
work failure fj as a set of element failures, so
the set of network failures F = {f1, . . . , f2n}
is the power set of E. The probability of
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a network failure PF (fi) can, in theory, be
computed from the element failure probabil-
ities and the dependency between these fail-
ures. Each network element failure can trig-
ger alarms through different monitors. Call the
set of alarms A = {a1, . . . , am}. An ob-
servation oi is a set of alarms that are raised
due to some network failure fi with proba-
bility PO|F (oj |fi). The set of observations
O is the power set of the set of alarms and
has 2m elements. The problem is to find the
most likely network failure fx ∈ F which
explains the observation oy ∈ O, fx =
maxz
(
PO|F (oy|fz)PF (fz)
)
.
This general model describes the general
problem of network failure localization. Ev-
ery derived approach (i.e. a failure localiza-
tion algorithm) will approximate the solution
of this problem. The accuracy of the model
will depend on the quality of the initial prob-
abilities and the amount of information that is
contained in the alarms. We will now assess the
efficiency of the approach using the mutual in-
formation [3] metric. This metric gives a quan-
titative measure how sure we can be, given ob-
servation oi, that network failure fj is indeed
the cause.
III. MUTUAL INFORMATION,
SELF-INFORMATION AND ENTROPY
Let x1, . . . , xk be the X sample space and
y1, . . . , yl be the Y sample space in an XY
joint ensemble. We want a quantitative measure
of how much the occurence of yj in the Y en-
semble tells us about the occurence of the pos-
sibility xi in the X ensemble. The occurence
of y = yj changes the probability of x = xi
from the a priori probability PX(xi) to the a
posteriori probability PY |X(yj |xi). This mea-
sure is called the mutual information between
yj and xi and is defined as
IX;Y (xi; yj) = IY ;X(yj ;xi) =
log
PX|Y (xi|yj)
PX(xi)
(1)
The term mutual information comes from the
symmetry of equation (1). The (weighted) av-
erage mutual information between X and Y is
defined as:
I(X;Y ) =
n∑
i=1
m∑
j=1
PXY (xi, yj) log
PX|Y (xi|yj)
PX(xi)
(2)
If an event xi is fully specified by the oc-
curence of yj , i.e. PX|Y (xi|yj) = 1 the mu-
tual information between xi and yj becomes:
IX;Y (xi; yj) = log
PX|Y (xi|yj)
PX(xi)
= log
1
PX(xi)
= IX(xi)(3)
and we call this the self-information of the
event x = xi. The entropy of an ensembleX is
the (weighted) average self-information of the
ensemble and is given by:
HX(X) =
n∑
i=1
PX(xi) log
1
PX(xi)
= −
n∑
i=1
PX(xi) logPX(xi)(4)
IV. EFFICIENCY OF THE PROBABILISTIC
MODEL
The efficiency of any failure localization in
an optical network will strictly depend on the
mutual information between monitors and fail-
ures. In the ideal case, self-reported fail-
ures have mutual information equal to the self-
information, meaning that the probability of the
reported failure, when we receive the alarm in-
dicating this failure, is 100%. Of course, imple-
menting monitoring for every conceivable set
of failures in the network is inconceivable.
From a theoretical viewpoint, all probabil-
ities are considered as input for the model.
Of course, from a practical perspective, this
is where the real difficulties are encountered.
The a priori failure probabilities for the equip-
ment can be more or less estimated from expe-
rience [1], but the conditional probabilities for
the alarms are far less straightforward to com-
pute. Most models [2] take these to be 1, i.e. if
the equipment fails, the alarm will be raised and
vice versa. However, for real networks this is
not the case. It are these probabilities are mod-
elled using in [1] by using a dependency graph.
V. CONCLUSIONS
We use the mutual information between the
monitors (i.e observations) and failures as a
metric for failure localization. In the ideal case,
the mutual information between the monitors
and the failures should equal the entropy of the
failures. For practical applications, with imper-
fect monitoring equipment and countless pos-
sible failures, the mutual information may be
prohibitingly low. Initial analysis of the prob-
lem shows that we need intense and accurate
monitoring in order to increase the mutual in-
formation for the problem and to be able to lo-
calize failures accurately.
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